SWITCHES

Remote control switching of sinks to one source
up to 8 GHz (or vice versa)
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The answer to your challenges is here

Remote control switching of sinks to one source up to 8 GHz (or vice versa)
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Features

N/

Remote control switching of sinks to one source up to 8 GHz (or vice versa)

w

Cascading of switches possible

Remote control via Switch or USB command

©

®

All-in carefree package: tools and cables included

w

Plug&Play support included

©

Wide variety of TZ add-on products

General Device Structure

____________________________________________________________________________________

q CAM Video & Power FAKRA FAKRA Video & Power U ECU
(Active Link) IN1 ouT e.g. HU, ,

2:1 Switch

Video & Power FAKRA INTERNAL

q CAM IN 2 PUSH-BUTTON OR /ﬁ
EXTERNAL SWITCH

Remote control

I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
| |
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I
I I

Page 2 of 9




®T=

electronic systems

Key Features

v

For high and low speed applications up to 8GHz

w

Pass-through of power over COAX for active link

©

Pass-through of complete frequency spectrum

©

Minimal losses between in- and output

w

No latency between in- and output

Typical Customer Applications

W

Switching of multiple sources to one sink in experimental vehicle

©

Automated hardware in the loop testing

®

Environmental testing under same conditions for muliple devices without test setup modification

w

End of line testing for up to 64 ECUs

Page 3 of 9




Use Cases
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Use Cases

Antenna and Radio Signal Testing
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Technical Data

PC Interface (configuration) USB 2.0 (Virtual COM-Port)

Max. bandwidth up to 8 Ghz

Impedance 50 Q

Power Supply +9 to +16V (DC)

Power Consumption Max. 1,4W (SWO0100 Max. 13W)
Temperature range 0°C...70°C

Switch Variations

SW0010 Rosenberger HSD
SW0020 Rosenberger HSD
SW0030 Rosenberger HSD
SW0060 Rosenberger HSD
SW0080 FAKRA
SW0090 FAKRA
SW0100 FAKRA 2011

( ri. m—{]
SWO0010 SW0020 SWO0030 SWO0060 SWO0080 SWO0090
| E————__
A
SWO0100

1:8 Switch 20:1 Switch max. 3 GHz max. 6 GHz max. 8 GHz
Power over COAX supply Dual Link Current measurement 2:1 Switch 8:1 Switch
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Suitable Add-on Products

VCXXXX AW TZ Video Converter
FGXXXX AWl TZ Framegrabber
SPUXXXX AWl TZ Signal Processing Units

Accessories
AC2001 Universal Power Supply 12V/1A 2-pin Ria (EU,US,UK,AU)
AC2015 Universal Power Supply 12V/2A 2-pin Ria (EU,US,UK,AU)
AC2003 Universal Power Supply 12V/1A 8-pin Wiirth (EU,US,UK,AU)

1,5m D-Sub 25 cable - connection 1: D-Sub 25 plug,

~ESIL connection 2: Single wires with ferrules
AC3036 1.8m USB Cable (Type-A to Type-B plug)
AC3035 5.0m USB Cable (Type-A to Type-B plug)
AC3003 1,5m Leonie Dacar 302 cable with FAKRA connector (straight jack, z-coding)
AC3033 3.0m Leonie Dacar 302 cable with FAKRA connector (straight jack, z-coding)
AC3006 5.0m Leonie Dacar 302 cable with FAKRA connector (straight jack, z-coding)
1,5m Leonie Dacar 535 cable with Rosenberger HSD connector
AC3010 L -
(Straight jack, z-coding)
3,0m Leonie Dacar 535 cable with Rosenberger HSD connector
AC3012 o -
(Straight jack, z-coding)
5,0m Leonie Dacar 535 cable with Rosenberger HSD connector
AC3013 L -
(Straight jack, z-coding)
AC3014 7,5m Leonie Dacar 535 cable with Rosenberger HSD connector

(Straight jack, z-coding)

Further cable assemblies on request
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Imprint

TZ Electronic Systems GmbH
75223 Niefern-Oschelbronn
+49 7233 - 9589894
info@tz-es.com
www.tz-es.com
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